
 

VERSAMAX™ 
PHENOLIC LOCKER 

INSTALLATION INSTRUCTIONS 
 

 
 

General Instructions 
 
1. Check material received against the packing list.  Check  the number of packages 

received and then check the contents of each package. 
 

2. Check the material received for damage.  If damage has occurred, secure a 
“damage notation” from the carrier 
 

3. Identify each part as it is unpacked and put like parts together as close as possible 
to the working area where they are to be assembled. 
 

4. Be careful to use the correct hardware as specified in the assembly instructions. 
 

 
 
 

CAUTION 
 
In the interest of safety, all lockers must be securely anchored to the floor and/or wall.  
For safety, handle all components carefully and wear work gloves when assembling 
lockers.  Install all units plumb and tighten all hardware securely.  Retain instructions for 
future reference. 
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8. Toe Kick Installation

Proceed to step 9 if the project does not include a Toe Kick. 

8.1 The toe kick strips attach to the locker legs using the supplied mounting 
plate and clip. 

8.2 Locate the toe kick strips and align them under the lockers in the positions 
they belong. Refer to the shop drawings for their locations. 

8.3 It will be necessary to cut the ends of the toe kick plates where the parts 
end at a wall or corner. Use the miter saw with a carbide tip blade to trim 
them to length. 

8.4 Mark the center locations of the legs on the back side of the toe kick 
plates. Once you have the first leg location the distance to the next leg will 
be the width of your lockers. (Fig. 8.1) 

8.5 Locate the toe kick clip mounting plates and mark the two hole locations 
on the back of the toe kick. Drill a 1/8" diameter hole into the plate 3/8" 
deep. The use of masking tape on the drill bit or a block is helpful as to 
not drill through the material. 

8.6 Install the #6 x 3/8" screws through the mounting plate and into the toe 
kick plate. 

8.7 Slide the toe kick clip under the tabs on the mounting plate. These are 
adjustable for the proper alignment with the legs. 

8.8 Install the toe kick plate on the legs of the locker by pressing or tapping 
with a rubber mallet on the face of the toe kick plate and snapping the clip 
onto the legs. (Fig. 8.2) 

Figure 8.1 
Figure 8.2 
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